
Participating Shindaiwa Dealers

hũŜǊ ǾŀƭƛŘ aŀȅ м π Wǳƭȅ омΣ нлмл ς hƴƭȅ ŦǊƻƳ ŀ ǇŀǊǝŎƛǇŀǝƴƎ ǊŜǎŜƭƭŜǊ ƻƴ ǘƘƛǎ ǎǇŜŎƛŀƭ ǊŜōŀǘŜ ǇǊƻƎǊŀƳ

¢Ƙƛǎ ǊŜōŀǘŜ ƻũŜǊ ƛǎ ŀǾŀƛƭŀōƭŜ ǘƻ ǉǳŀƭƛŦȅƛƴƎ ŜƴŘπǳǎŜǊ ǇǳǊŎƘŀǎŜǊǎ ƻŦ ǇǊƻŘǳŎǘΦ LŦ ŀƴȅ ǘŜǊƳǎ ŀƴŘ ŎƻƴŘƛǝƻƴǎ ŀǊŜ ƴƻǘ ƳŜǘ ǘƘŜ ǊŜōŀǘŜ ǿƛƭƭ ōŜ ŘŜƴƛŜŘΦ 5ŜŀƭŜǊǎ Ƴŀȅ ƴƻǘ ǇŀǊǝŎƛǇŀǘŜ ƛƴ ǘƘƛǎ ƻũŜǊΦ ¸ƻǳǊ ǎŀƭŜǎ ǊŜŎŜƛǇǘ ƻǊ ƛƴǾƻƛŎŜ Ƴǳǎǘ ōŜ ŘŀǘŜŘ ōŜǘǿŜŜƴ 
ǘƘŜ ŘŀǘŜǎ ǇǊƻǾƛŘŜŘ ƻƴ ǘƘŜ ƛƴŘƛǾƛŘǳŀƭ ǊŜōŀǘŜ ŦƻǊƳ ǘƘŀǘ Ƴǳǎǘ ōŜ ǇǊƛƴǘŜŘΣ ǎƛƎƴŜŘ ŀƴŘ ƳŀƛƭŜŘ ǘƻ ǘƘŜ ǎǇŜŎƛŬŜŘ ŀŘŘǊŜǎǎΦ ¢ƘŜ ŀŘŘǊŜǎǎ ƻƴ ȅƻǳǊ ǊŜōŀǘŜ ŀǇǇƭƛŎŀǝƻƴ Ƴǳǎǘ ƳŀǘŎƘ ǘƘŜ ōƛƭƭƛƴƎ ŀŘŘǊŜǎǎ ƻƴ ǘƘŜ ǊŜŎŜƛǇǘΣ ǇŀŎƪƛƴƎ ǎƭƛǇΣ ƻǊ ƛƴǾƻƛŎŜΦ Limit one 
ǊŜōŀǘŜ ǇŜǊ ǉǳŀƭƛŦȅƛƴƎ ǊŜōŀǘŜ ƻũŜǊ ǇŜǊ ǇŜǊǎƻƴΣ ōƛƭƭƛƴƎ ŀŘŘǊŜǎǎΣ ŎƻƳǇŀƴȅΣ ƘƻǳǎŜƘƻƭŘ ŀƴŘ ǊŜŎŜƛǇǘκƛƴǾƻƛŎŜκǇŀŎƪƛƴƎ ǎƭƛǇ ŘǳǊƛƴƎ ŜƭƛƎƛōƛƭƛǘȅ ǇŜǊƛƻŘΣ ŜȄŎŜǇǘ ǿƘŜǊŜ ǇǊƻƘƛōƛǘŜŘ ōȅ ƭŀǿΦ hƴƭȅ ƻƴŜ ǊŜōŀǘŜ ŀǇǇƭƛŎŀǝƻƴ ǇŜǊ ŜƴǾŜƭƻǇŜΦ !ƴȅ ǊŜǉǳŜǎǘǎ 
ǇƻǎǘƳŀǊƪŜŘ ƻǊ ǊŜŎŜƛǾŜŘ ŀƊŜǊ ŀǇǇƭƛŎŀōƭŜ ŘŀǘŜǎ ǿƛƭƭ ōŜ ŘŜƴƛŜŘΦ 

¸ƻǳǊ ǊŜōŀǘŜ ǇŀȅƳŜƴǘ ǿƛƭƭ ōŜ ƳŀŘŜ ǿƛǘƘ ŀ ±ƛǎŀϯ tǊŜǇŀƛŘ /ŀǊŘΦ ¢Ƙƛǎ ŎŀǊŘ Ŏŀƴ ōŜ ǳǎŜŘ ŜǾŜǊȅǿƘŜǊŜ ±ƛǎŀ ŘŜōƛǘ ŎŀǊŘǎ ŀǊŜ ŀŎŎŜǇǘŜŘΦ /ŀǊŘǎ ǿƛƭƭ ƴƻǘ ƘŀǾŜ ŎŀǎƘ ŀŎŎŜǎǎ ŀƴŘ Ŏŀƴƴƻǘ ōŜ ǳǎŜŘ ŀǘ !¢aǎΦ ¸ƻǳ Ŏŀƴ ǊŜŎŜƛǾŜ ŎŀǎƘ ŦƻǊ ǘƘŜ ŀƳƻǳƴǘ ƻŦ ȅƻǳǊ 
±ƛǎŀϯ tǊŜǇŀƛŘ /ŀǊŘ ōŀƭŀƴŎŜ ŦǊƻƳ ŀƴȅ ±ƛǎŀϯ ƳŜƳōŜǊ ōŀƴƪ ōǊŀƴŎƘΣ Ƨǳǎǘ ƭƻƻƪ ŦƻǊ ōǊŀƴŎƘŜǎ ŘƛǎǇƭŀȅƛƴƎ ǘƘŜ ±ƛǎŀ ƭƻƎƻΦ  ¢ƘŜ ǇǊŜǇŀƛŘ ŎŀǊŘ ǿƛƭƭ ŜȄǇƛǊŜ мн ƳƻƴǘƘǎ ŦǊƻƳ ǘƘŜ ƛǎǎǳŀƴŎŜ ŘŀǘŜΦ 

LƴŎƻƳǇƭŜǘŜ ƻǊ ƛƭƭŜƎƛōƭŜ ǎǳōƳƛǎǎƛƻƴǎ ǿƛƭƭ ōŜ ŘŜƴƛŜŘΦ hũŜǊ ƻƴƭȅ ǾŀƭƛŘ ŀǘ ǇŀǊǝŎƛǇŀǝƴƎ {ƘƛƴŘŀƛǿŀ ŘŜŀƭŜǊǎΦ hũŜǊ ǎǳōƧŜŎǘ ǘƻ ŎƘŀƴƎŜ ŀǘ ŀƴȅ ǝƳŜΦ ±ƻƛŘ ǿƘŜǊŜ ǇǊƻƘƛōƛǘŜŘ ŀƴŘ ƴƻƴπǘǊŀƴǎŦŜǊŀōƭŜΦ ¦ǎŜ ƻŦ ŬŎǝǝƻǳǎ ƴŀƳŜǎΣ ƳǳƭǝǇƭŜ ŀŘŘǊŜǎǎŜǎΣ ŀƴŘ th 
ōƻȄŜǎ Ƴŀȅ ŎƻƴǎǝǘǳǘŜ ŦǊŀǳŘΣ ǾƛƻƭŀǘŜ ŦŜŘŜǊŀƭ ƻǊ ǎǘŀǘŜ ƭŀǿǎ ŀƴŘ Ƴŀȅ ǊŜǎǳƭǘ ƛƴ ǇǊƻǎŜŎǳǝƻƴΣ ƛƳǇǊƛǎƻƴƳŜƴǘΣ ŀƴŘκƻǊ ŬƴŜ ǳƴŘŜǊ ǘƘŜ ¦Φ{Φ aŀƛƭ CǊŀǳŘ {ǘŀǘǳǘŜǎ όму ¦{/Σ {ŜŎǝƻƴ мопм ϧ мопнύΦ 

tƭŜŀǎŜ ŀƭƭƻǿ о ǿŜŜƪǎ ŀƊŜǊ ƳŀƛƭƛƴƎ ǘƻ ƳŀƪŜ ƛƴǉǳƛǊȅ ǊŜƎŀǊŘƛƴƎ ȅƻǳǊ ǊŜōŀǘŜΦ 

Click here to
download the

Shindaiwa Mail-in 
Rebate Form

 

Area for distributor/dealer

Shindaiwa-built 
premium 2-cycle 
engine

Automatic 
centrifugal 
clutch

Bikini style debris 
shield provides 
ample visibility

Easy access 
stop switch

Specifications Additional Features

Quality two-ring piston and 4-bolt, 
chrome plated cylinder for maximum 
durability.

Heavy-duty gearcase with helical gears 
for smooth power transfer.

exhaust emission regulations.

Electronic ignition 
for fast, easy starts

All-position barrel-valve 
carburetor with primer

Spark arrestor 
muffler with 
replaceable screen

Easy access 
stop switch

equipped 
with a 2-piece 
debris shield to 
accommodate 
both trimmer 
heads and metal 
blades

Anti-vibration 
system

Solid steel drive 
shaft system

Outstanding  
power-to-weight 
ratio

 T242 C242

Displacement 1.5 cu in (23.9 cc) 1.5 cu in (23.9 cc)

Output 1.1 hp (0.8 kW) 1.1 hp (0.8 kW)

Dry Weight 11.6 lbs (5.3 kg) 12.6 lbs (5.7 kg)

Overall Length 68.0 in (172.7 cm)  68.0 in (172.7 cm)

Walbro diaphragm Walbro diaphragm

22.3 oz (660 ml) 22.3 oz (660 ml)

Fuel, 50:1 Ratio Fuel/Mixing Oil Fuel/Mixing Oil

Easy access air
filter – no tools required!

 

Hedge Trimmer Attachment  

Serviceable 
Gearcase

*Weights without cutting attachment

Trimmer to 
Brushcutter 
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Specifications Additional Features

Quality two-ring piston and 4-bolt, 
chrome plated cylinder for maximum 
durability.
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for smooth power transfer.
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for fast, easy starts
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Output 1.1 hp (0.8 kW) 1.1 hp (0.8 kW)

Dry Weight 11.6 lbs (5.3 kg) 12.6 lbs (5.7 kg)

Overall Length 68.0 in (172.7 cm)  68.0 in (172.7 cm)
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22.3 oz (660 ml) 22.3 oz (660 ml)
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Easy access air
filter – no tools required!
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